KAZALO

Oznacavanje — kuglaste SIaVINE POLIX........... ..ot etre e eee et e s seeeeoee st e s saeeson e s e e s seteareesessamtesse s sesemeseesaseaemms et e senerassanseamnereenas &

KUGLASTA SLAVINA
Plin
KPC-G
KPA-G.
|
KPT-G  uvarna, puni protok ...........
KPT-G  uvarna-navojna, puni protok
KPT-G  navojna, puni protok..........
KPT-G  prirubnicka, puni protok
KPV-G  prirubnica....
KPV-G  uvarna..
KPV-G podzemna ugradnja K22..
KPV-G  podzemna ugradnja S27 ..
KPV-G  podzemna ugradnja K32..
KPV-G  podzemna ugradnja F..
KPV-G  podzemna ugradnja—lelesccplc
KPV-G  podzemna ugradnja — sekundarmo brlvljenje ...............
KPV-G  podzemna ugradnja — prijelazni komad celik polietilen ...
KPV-G podzemna ugradnja — prijelazni komad ¢elik polietilen s dvostranlm ispustom... OO UORPR ~%
Izolacija PUR .. OO UPTRRT ~. |
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Nasadni pogon za kuglasle slavme
Nasadni kljuc.... 2
Nasadni klju¢ s ru¢nim puznlm pogonom
Elektromotorni pogon..
Pneumatski pogon ..
Indikator poloZaja....
Brava ..
F’rodulJenJe za |zo|acuu za kuglaste sla\nne
Produzno vreteno za kuglaste slavine KPC ..
ZAPORNI ZASUN
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- Ovalno kuciste F5...
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ZAPORNA ZAKLOPKA
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Oznacavanje — kuglaste slavine POLIX

Standardne oznake

Dodatne oznake

Kuglasta
slavina

KP

Konstrukcija

Oblik
kugcista

N (-G)

Nodularni lijev konstr.1 EN-GJS-400-15; GGG-40 (0.7040)

slavine s obzirom
na nadogradnju

C (-G)

Nodularni lijev konstr.2 EN-GJS-400-15; GGG-40 (0.7040)

V(-G)

elik — varena konstr. P235 TR2 (1.0255)

PGO

Nerastavljiva PG

PG1

Rastavljiva PG

PG2

Rastavljiva PG za nasadni pogon

F0O0

Za pogon direkino na slavini(F04-F12)

F (-G)

elik —obra eno prema A105 (1.0402)

Oblik i vrsta

A (-G)

elik —obra eno prema A105 (1.0402)

nastavka za klju¢ ili

T(-6)

elik — varena konstr. . P235 TR2 (1.0255)

pogon

K22

K22=DN25-100; S27=DN125-200

K32

Dimenzija za klju¢

F04

Dimenzija za pogon (F05-F12)

S

Nehr aju i éelik - obra eno prema
GX5CNiMo19-11; AISI 316 (1.4408)

G: slavina za plin

Konstrukcija otvora

11

Jednostrani ispust

12

Dvostrani ispust

Dimenzije | DN50 od 15 do 300

| [Natin brtvijenja

| ST |Sekundarno brtvljenje

Tlaéni
razred

PN 4

4 bar

lUgradbena duzina

PN 6

6 bar

| F5 |

PN 10

10 bar

|Bez rucke

| z |

PN 16

16 bar

PN 40

40 bar

Razdjelni krug na
prirubnicama po

AN150

ANSI - Class 150

AS 2129

AN300

ANSI - Class 300

ANSI

150

B

Bez rupa

E

Tabelle

Protok

Direktni — puni

Reducirani

Oblik
prikljucka

Prirubnica

Uvarna

Prirubnicka

Prijelazni komad ¢elik-polietilen

Prijelazni komad polietilen

PU (prirubnica/uvarna)

PY (prirubnica/Celik-polietilen)

PH (prirubnica/polietilen)

UY (uvamalgelik-polietilen)

UH (uvarna/polietilen)

YH (Celik-polietilen/polietilen)

"0"ring

FPM-Viton (plin -20 °C + 60 °C)

NBR (-20 °C + 100 °C)

EPDM (-20 °C + 150 °C)

PTFE (-20 °C + 200 °C)

Vreteno

Mesing — CuZn40Pb2; Ms 58 (2.0402)

Inox — X20Cr13; AISI 420 (1.4021)

Brtva kugle

PTFE

Metal

Kugla

Mesing — kromirano — CuzZn40Pb2; Ms 58 (2.0402)

Nehr aju i celik — X5CrNi18-10; AISI 304 (1.4301)

O >x |0 S0 X|W||O M| <||oowiwh=|TIT<=Z2C|7O||AO

Lijev — EN-GJS-400-15 ; GGG-40 (0.7040)




KUGLASTA SLAVINA KPN-G
PUNI PROTOK, DN15-DN300
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Radna temperatura: -20 °C/+60 °C

Materijali
1 | Kudiste Nodulami liiev — EN-GJS-400-15 (GGG40)
2 | Kugla Nehrdaijuéi ¢elik — X5CrNi18-10 (A304)
3 | Vreteno Nehrdajuci ¢elik — X20Cr13 (A420)
4 | Briva PTFE
5 | O-Ring Viton
6 | Rucka glik — AlSi8, S235JR (RSt 37-2)

KPN-G DN ... PN16 DP VX PX

D® pris

- Broj | ISO (gommja) | Nastavak | Tezina
Kat. Brgj | DN A OB C @D G b | @Dk | @a | ba | privibnica BSXPIK g |
A950001 | 15 [ 115 | 95 72 13 | 158 | 76 B5 14 3 FO3 14x10 3,10
7950002 | 20 | 120 | 105 | 82 | 195 | 158 | 18 75 14 4 FO3 14x10 3,30
7950003 | 25 [ 125 | 115 | 83 25 [ 158 | 18 85 14 4 F04 14x10 3,80
7950004 | 32 | 7130 | 140 | 102 | 32 | 180 | 18 | 100 | 18 4 F05 17,8x14 5,80
A950005 | 40 | 140 | 150 | 107 | 40 | 180 | 8 | 110 | 78 S F05 17 Bx14 7,00
A950006 | 50 | 150 | 165 | 116 | 50 | 222 | 20 | 125 | 18 4 FO5 18x14 9,40
A950007 | 65 | 170 | 185 | 140 | 635 | 293 | 18 | 145 | 18 7 FO7 23,8x19 15,20
7950008 | 80 | 7180 | 200 | 150 | 78 | 293 | 20 | 160 | 18 ] FO7 23,8%19 19,10
7950000 | 100 | 190 | 220 | 166 | 99 | 315 | 20 | 180 | 18 g FO7 23,8x19 27,30
A950070 | 125 | 325 | 250 | 241 | 124 | 600 | 22 | 210 | 18 8 F10 31,6x19 55,00
A95007171 | 150 | 350 | 285 | 258 | 7149 | 600 | 22 | 740 | 22 8 F10 31,6x19 72,00
7A950012 | 200 | 400 | 340 = 200 - 24 | 295 | 72 12 F12 K30 144,00
7950013 | 250 | 450 | 405 - 250 = 26 | 35 | 7B 12 F14 K36 235,00
A950074 | 300 | 500 | 480 = 300 = 29 | 410 | 76 12 F1418 K36 329,00
[ ] KUGLI NILEZK]
KPN-G DN ... PN40 DP VX PX PN40
5 Broj | ISU (gommja) | Nastavak Tezina
Kat.Broj | DN A [5]:] T @D G b | oDk | @4 vae | priwibiies OSXPIK
7951001 | 15 | 115 | 95 72 13 | 158 | 16 65 14 4 FO3 14x10 3,10
7951002 | 20 | 7120 | 105 | 82 | 195 | 158 | 18 75 14 ES FO3 14x10 3,30
7950150 | 25 | 125 | 115 | 83 25 | 158 | 18 85 14 4 FO4 14x10 3,80
7950173 | 32 [ 130 | 140 [ 102 | 32 [ 180 | 18 [ 100 | 718 E FU5 17,8x14 5,80
7A950172 | 40 | 140 | 150 | 107 | 40 | 180 | 18 | 110 | 718 4 FO5 17,8x14 7,00
7950959 | 50 | 150 | 165 | 176 | 50 | 222 | 20 | 125 | 718 E FO5 18x14 940
7950081 | 65 | 170 | 185 | 140 | 835 | 293 | 18 | 145 | 18 8 FO7 23,8x19 15,20
A950157 | BO | 180 | 200 [ 150 | 78 [ 293 | 20 [ 180 | 78 B FO7 23,8x19 19,10
7951229 | 100" | 190 | 235 | 166 | 99 | 380 | 20 | 190 | 22 8 FO7 M24x17 39,00
Radna temperatura: -20 °C/+60 °C
Materijali
1 | Kudiste Nodulami liiev — EN-GJS-400-15 (GGG40)
2 | Kugla Mesing — CuZnd0Pb2 (Ms 58)
3 | Vreteno Nehrdajudi ¢elik — X5CrNi18-10 (A420)
4 | Briva PTFE
5 | O-Ring Viton
6 | Rucka elik — AlSi8, S235JR (RSt 37-2)
™)
KPN-G DN ... PN16 DP VX PB = PN16
= Broj | ISU (gommja) | Nastavak | Tezina
Kat. Broj | DN . oB [ & @D G b | oDk | @d rapa | prirubnica | @SxPIK )
A950403 | 25 | 125 | 115 | 83 25 | 158 | 18 85 14 4 FO4 14%10 3,80
7A950404 | 32 | 130 | 140 | 102 | 32 [ 180 | 18 | 100 | 18 El FO5 17,8x14 5,80
A950405 | 40 | 140 | 150 [ 107 | 40 | 180 | 18 [ 110 | 718 4 FO5 17.8x14 7,00
A950406 | 50 | 150 | 165 | 116 | 50 | 222 | 20 | 125 | 718 ES FO5 18%14 940
A950407 | ®5 | 170 | 185 | 130 | 835 | 293 | 18 [ 135 | 718 4 FO7 23,8519 15,20
A950408 | 80 | 180 | 200 | 150 | 78 | 293 | 20 | 180 | 78 8 FO7 23,8x19 19,10
AY50409 | 100 | 190 | 220 | 166 | 99 | 415 | 20 | 180 | 78 8 FO7 23,8x19 27,30
A950410 | 125 | 325 | 250 | 781 | 124 | w00 | 22 | 20 | 78 8 F10 31,6x10 55,00
A9504171 | 150 | 350 | 285 | 758 | 149 | ®00 | 22 [ 7A4U | 2@ 8 F10 31,6x19 72,00
Napomena

Ogradbena duzina odgovara standardu DIN3202 F18. DN5U do DN30U s opruznim brtvama.

DNZ00 — DN30U s ruénim puznim pogonom.
ATB od DNZ5 do DN1TU.

AntistaticKi dizajn i poZarna brtva.

*Ruciste iz celika — A105,

POLLIX
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Radna temperatura: -20 °C/+60 °C

Materijali

1 | Kuciste Nodulami lijev — EN-GJS-400-15 {GGG40)

2 | Kugla Mesing — CuZn40Pb2 (Ms 58)

3 | Vreteno Nehrdajudi ¢elik — X5CrNi18-10 (A420)

4 | Briva PTFE

5 | O-Ring Viton

6 | Rucka elik (pocinéano) — S235JR {RST 37-2)

@ )
KPC-G DN ... PN16 DP VX PB = = PN16
. Broj | ISU (gomja) | Nastavak | Tezina
Kat. Broj | DN A []:] C @D G b | @Dk | @d | 0 | rrabnica | OSxPIK ®a |
A954003 | 25 | 125 | 115 | 76 25 | 150 | 18 85 14 4 FO3 14x10 3,50
AY54004 | 32 | 130 | 140 | 92 31 | 235 | 18 | 00 | 18 4 FO4 178x12 | 530
AO54005 | 40 | 140 | 150 | 97 39 | 235 | 18 | 110 | 18 4 FO5 176x12 | B80
A954006 | 50 | 150 | 165 | 105 | 49 | 271 | 20 | 125 | 18 4 FO5 176x12 | 880
A954007 | 85 | 170 | 185 | 124 | B3 | 288 | 18 | 145 18 4 FO7 236x17 | 1140
A954008 | 80 | 180 | 200 | 133 76 | 288 | 20 | 160 | 18 B FO7 23Bx17 | 14,00
A954009 | 100 | 190 | 220 | 153 | 100 | 288 | 20 | 180 18 8 FO7 236x17 | 17,00
AY54010 | 125 | 200 | 250 | 183 | 125 | 541 | = | 210 | 18 8 F10 31,6x19 | 30,00
AO54073 | 125 | 325" | 250 | 183 | 125 | 541 | 22 | 270 | 18 8 F10 316x19 | 30,00
A954071 | 150 | 210 | 285 | 203 | 150 | 541 | 22 | Za0 | 22 8 F10 316x19 | 37,00
A954074 | 150 | 3507 | 285 | 203 | 150 | 541 | 22 | 240 | 22 8 F10 316x19 | 37,00
A954072 | 200 | 4007 | 340 | 316 | 200 | 1000 | 24 | 295 | 22 12 F12 K30 84,00
Napomena
Ugradbena duzina odgovara standardu DIN3202 F4.
*Ugradbena duzina odgovara staridardu DIN3202 F5.
@\ ‘m
KPC-GDN ..PN16 DPVXPBE = =<' PN16
& Broj |ISU [gornja) |Nastavak | Tezina

Kat. Broj DN A oB C @D G b @Dk | @d rupa | prirobnica | BSXPIK kg) |

Ag54063 | 25 | 125 | 115 | 76 25 150 18 83 |[m12| 4 FO3 14x10 3,50

A954064 | 32 130 | 130 | 92 31 235 18 87 |M12| % FO4 178x12 | 5,30

A954065 | 40 | 140 | 150 | 97 39 | 235 18 98 |[M12| 4 FO5 17,6x12 | 6,80

A954066 | 50 | 150 | 185 | 105 | 39 | 27 20 | 173 [M18| 4 F05 17px12 | B80

A954067 | 5 | 170 | 185 | 124 | B3 | 288 | 18 | 127 |@I18| 4 FO7 236x17 | 11,40

7954068 | 80 | 180 | 200 | 133 76 | 288 | 20 | 148 |@18| 4 FO7 236x17 | 14,00

A954089 | 100 | 190 | 220 | 153 | w00 | 288 | 20 | 178 |@18| 8 FO7 236x17 | 17,00

AO54070 | 125 | 200 | 250 | 183 | 125 | 547 22 | 210 |@18| B8 F10 316x19 | 30,00

AY54073 |125F5| 325" | 250 | 183 | 125 | 541 22 | 210 [@18| B F10 31,6x19 | 30,00

7954071 | 150 | 210 | 285 | 203 | 150 | 541 22 | 235 (@22| 8 F10 31,6x19 | 37,00

7954074 |150F5| 350% | 285 | 203 | 150 | 547 22 | 235 |@22| 8 F10 31,6519 | 37,00

7954072 | 200 | 400" | 340 | 376 | 200 | 1000 | 24 | 292 |@22| 8 F12 K30 84,00

Napomena
Priklju¢ne mjere prirubnica po tabeli E AS 2129.

m 3 POLLX



Radna temperatura: -20 °C/+60 °C

Materijali
1 | Kutidte Nodulami lijev — EN-GJS-200-15 (GGG40)
2 | Kugla Nehrdajuci ¢elik — X5CrNi18-10 (A304)
3 | Vreteno Nehrdajuci ¢elik — X5CrNi18-10 (A420)
4 | Briva PTFE
5 | O-Ring Viton
6 | Rucka elik — AlSi8, S235JR (RSt 37-2)
™)
KPC-G DN ... PN16 DP VX PX = PN16

= Broj | ISO (gormja) |Nastavak| Tezina
Kat. Broj DN A @B [+ @D G b @Dk | @d rupa prirubnica | BSxPIK (kg
A954143 25 125 115 76 25 150 18 85 14 4 FO3 14x10 3,50
A9547144 32 130 140 92 31 235 18 100 18 4 F04 17,6x712 5,30
A9547145 40 140 150 97 39 235 18 110 18 4 FO5 17,612 6,60
A9547146 50 150 165 105 49 271 20 125 18 4 FO5 17,6x712 8,80
A9547147 85 170 185 124 B3 288 18 145 18 4 FO7 23,6x17 11,40
A954148 80 180 200 133 76 288 20 160 18 8 FO7 23,6x17 14,00
7954749 | 100 190 220 153 100 288 20 180 18 8 FO7 236x17 17,00
A954150 125 200 250 183 125 541 22 2710 18 8 F10 31,6x19 30,00
A954157 125 325" 250 183 125 541 22 210 18 8 F10 31,6x19 30,00
A954152 150 210 285 203 150 541 22 240 22 8 F10 31,6x19 37,00
7954153 | 150 3507 285 203 150 547 22 240 22 8 F10 31,6x19 37,00
A9547154 | 200 4007 340 316 200 71000 24 295 22 12 F12 K30 84,00

Napomena
Ugradbena duzina odgovara standardu DIN3202 F4.
*Ugradbena duzina odgovara standardu DIN3202 F5.

m 3 POLLX



KUGLASTA SLAVINA KPA-G
PUNI PROTOK, DN15-DN200 P LI N

ER RING
_HANPABITAIOUIEE KOfbLIO

. ANTISTATIC
N AHTHCTATAK

POZARNO TESHILG

FEUER” aFe
_ FPOTHBANCHAPHOE YIINOTHEHIAE

TESNILO
SEAT

@d

Radna temperatura: -20 °C/+60 °C

Materijali
1 | Kuciste elik — A105, P235TR2
2 | Kugla Nehrdajuci ¢elik — X5CrNi18-10 (A304)

3 | Vreteno Nehrdajuéi ¢elik — X20Cr13 (A420)

4 | Briva PTFE

5 | O-Ring Viton

6 | Rucka glik {Pocin¢ano) — S235JR [RSt 37-2)

KPA-G DN ... PN16 DP VX PX PN16
Kat. Brgj DN A 2B T @D G @Dk ad Brojrupa | Tezina (kg)
7955071 15 39 88 80 16 150 65 M2 3 2,80
7955072 20 39 o8 80 20 150 75 M12 4 2,90
A955073 | 25 42 110 76 25 158 85 M12 4 3,00
7955074 32 55 130 108 2 180 100 M16 7 3,50
AY55075 40 65 140 114 40 180 110 M716 L 6,50
7955076 50 80 150 128 50 222 125 M76 3 17,00
A955077 | B5 100 175 160 63,5 293 145 M6 3 15,00
7955078 80 120 190 170 78 293 160 M16 8 20,00
A955079 | 100 140 220 185 99 293 180 M16 8 28,50
7955080 | 125 175 296 194 125 547 210 M16 8 35,00
7955081 | 150 210 330 213 150 547 240 M20 8 97,00
7955082 | 200 270 435 310 200 1000 295 M20 12 179,00

KPA-G DN ... PN40 DP VX PX PN40
Kat. Brgj | DN A B G @D G @Dk od Brojropa | Tezina (kg)
A955071 15 39 88 80 16 150 65 M12 3 2,80
7955072 | 20 39 o8 80 20 150 75 M12 4 2,90
7955073 | 25 42 110 76 25 158 85 M12 4 3,00
7955074 32 55 130 108 32 180 100 M6 L 4,50
A955075 40 65 140 114 40 180 110 M6 4 6,50
7955076 50 80 150 128 50 222 125 M16 4 11,00
7955083 | B5 100 175 160 83,5 293 145 M6 8 15,00
7955084 80 120 190 170 78 293 160 M16 8 20,00
7955085 | 100 140 220 185 99 293 190 M20 8 28,50

Napomena

Kataloski brojevi od DN15-DN50U su isti za PN16 i PN40 i uvijek su navedeni kao PN40.
Antistaticki dizajn i pozarma brtva.

m 3 POLLX



KUGLASTA SLAVINA KPF-G
PUNI PROTOK, DN25-DN200

PLIN

ANTISTATIC
AHTUACTATHK

_od

POZARNO TESNILO
FIRE - SAFE

FEUER - SAFE
MOMAPHOE YTINOTHEHUE

Radna temperatura: -20 °C/+60 °C

Materijali

1 | Kuciste elik — A105, P235TR2

2 | Kugla Nehrdajuci ¢elik — X5CrNi18-10 (A304)

3 | Vreteno Nehrdajuci Celik — X20Cr13 [(A420)

4 | Briva PTFE

5 | O-Ring Viton

6 | Rucka elik — S235JR (RSt 37-2)
KPF-G DN ... AN150 DP VX PX ANSI Class 150
Kat. Broj DN A 2B C @D G b @Dk @d Broj ropa| Tezina (kg)
A956023 | 25 127 110 90 25 180 14,5 79,5 16 4 6,00
AY56025 | 40 185 130 120 40 360 17,5 98,5 16 7 12,00
A956026 | 50 178 150 130 50 360 19,5 120,5 20 4 17,50
AO56028 | 80 203 190 150 78 460 74,0 1525 20 F 28,50
956029 | 100 729 230 165 99 480 74,0 190,5 20 8 48,50
/956034 | 150 394 280 - 149 - 25,5 2415 22 8 161,50
A0560407| 200 457 343 . 200 - 30 2984 2 8 153,50
KPF-G DN ... AN300 DP VX PX ANSI Class 300
Kat. Broj DN A 2B [+ @D G b @Dk ad Brdj rupa| Tezina {kg)
B956063 | 25 165 125 90 75 180 17,5 89,0 20 4 7,50
A956065 | 40 197 155 120 40 360 21,0 114,5 72 74 15,00
T956066 | 50 216 165 130 50 360 2,5 127,0 20 8 77,00
7956068 | 80 283 2710 150 78 460 29,0 188,5 22 8 40,50
A956060 | 100 305 755 165 99 460 32,0 200,0 72 8 4,00
7956071 | 150 403 320 — 149 — 37,0 270,0 72 12 725,00
AU560807| 200 502 387 z 200 = 425 330 75,5 12 179,50

[ ] KUGLI NILEZAJ | OPRUZNE BRTVE

Napomena

DN7150-200 s ruénim puznim pogonor.
Antistati¢ki dizajn i pozarna brtva.

Varena izvedba.
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KUGLASTA SLAVINA KPT-G, OVARNA
PUNI PROTOK, DN15-DN300

_O-KONbLIO
“" VODILNI OBROC

LEADING RINI
FUHRENDER RING
HAMPABNAIOWEE KONLLO
VZMET
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FIRE - SAFE

FEUER - SAFE
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ANTISTATIC
_AHTWCTATMK
< .~ "O"RING

CE

Radna temperatura: -20 °C/+60 °C

Materijali
1 Kuciste elik —A105, P235TR2
2 Kugla Nehrdajudi celik — X5CrNi18-10 (A304)
3 | Vreteno Nehrdajuci celik — X20Cr13 [(A420)
4 | Briva PTFE
5 O-Ring Viton
6 | Rucka glik {pocinéano) — S235JR (RSt 37-2)
KPT-G DN ... PN16 DU VX PX PN16
Kat. Broj DN A B C oD D1 G 5 Tezina (Kg)
7958021 15 270 16,9 724 15,9 21,3 167 2,6 0,77
AU58022 20 270 2 826 20 76,9 167 25 0,95
A958023 25 270 74,2 90,3 25 33,7 161 256 1,34
958024 32 270 30,2 108,3 31 24 237 2,9 2,40
7958025 40 270 38,7 116 40 483 276 2,9 3,63
A958026 50 300 445 1225 50 60,3 276 2.9 5,33
A958027 65 360 57,2 148,6 63,5 78,1 340 3.2 10,28
7958028 80 390 69,9 160,6 78 88,9 340 3.2 15,68
7958029 100 450 84,2 1746 99 1143 340 36 19,86
7958030 125 525 109,6 219 125 139,7 545 4,0 26,74
7958031 150 600 136,5 246 150 68,3 545 45 40,23
7958032 200 600 177.8 348 200 219,1 1000 6,3 80,41
7958033 250 730 209,5 495 250 273,0 ?305 6,3 254,50
7958134 3007 850 209,5 495 250 3239 B305 7,1 260,30
Napomena

Ugradbena duzina odgovara standarda DIN3202 S14.

PoZarna brtva.
DN250 i DN300: - kugli¢ni lezaj

- opruzne brive

- antistaticki dizajn
- ruéni puzni pogon
*DN300 - reducirani protok.

A POLIX
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KUGLASTA SLAVINA KPT-G, UOVARNA-NAVOJNA

PUNI PROTOK, DN15-DN50

PLIN

. FIRE SAF
| FEUER SAFE
| NPOTHSONOKAPHOE YIIOTH

|

]
POZARNO TESNILO
AFE
HHE

5 -
o Ce

Radna temperatura: -20 °C/+60 °C
Materiali

1 Kuciste elik — A105, P235TR2

2 | Kugla Nehrdajuci celik — X5CrNi18-10 (A304)

3 | Vreteno Nehrdajuéi ¢elik — X20Cr13 (A420)

4 | Briva PTFE

5 O-Ring Viton

6 | Rucka elik {pocin¢ano) — S235JR (RSt 37-2)
KPT-G DN ... PN40 DU-DN PX PX PN40
Kat. Brgj| DN A B C oD oD E F G K S | Tezina (kg)
A958891| 15 169 69 | 716 | 158 | 21,3 34 G% | 7161 32 2,6 0,7
AD58892| 20 174 | M2 | 828 20 76,9 39 G7% | 7161 40 26 0,8
7958893 25 182 242 | 903 25 33,7 47 G 167 44 26 14
7958894 | 32 189 302 | 1083 37 42,4 52 | G1w | 237 56 29 1,8
AY58895| 40 196 38,1 176 a0 48,3 57 G1% | 278 70 2,9 32
A958896| 50 | 2215 | 45 | 1225 50 803 | 715 | GZT | 276 82 29 5
Napomena
PoZarna brtva.

11783
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KUGLASTA SLAVINA KPT-G, NAVOJNA

PUNI PROTOK, DN15-DN50

PLIN

POZARNOQ TESNILO
SAFE

FIRE
FEUER SAFE

NPOTUBONOMAPHOE YMNOTHEHWE

o

20

Radna temperatura: -20 °C/+60 °C

Materiali
1| Kugiste elik —A105, P235TR2

2 | Kugla Nehrdajuci ¢elik — X5CrNi18-10 (A304)

3 | Vreteno Nehrdajuci ¢elik — X20Cr13 (A420)

4 | Briva F1EE

5 | O-Ring Viton

6 | Rucka elik {pocin¢ano) — S235JR (RSt 37-2)
KPT-G DN ... PN40 DN VX PX PN40
Kat.Brgj|] DN | A& B T oD E F G K T Tezina (kg)
7958751 | 15 68 16,9 718 15,8 34 G% 161 32 17 0,5
AO58752 20 78 gk 826 20 39 G% 167 20 18 0,8
AO58753 25 94 74,2 90,3 25 a7 G 167 44 22 14
AO58754 | 32 104 30,2 08,3 37 52 G1s | 237 56 = 18
AO58755 40 121 38,1 116 40 67 G1% | 276 70 24 4,0
A958756 | 50 143 44,5 122,5 50 71,5 GZ 276 82 27 5.4
Napomena
Pozarna brtva.

A POLIX
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KUGLASTA SLAVINA KPT-G, PRIRUBNICKA
PUNI PROTOK, DN15-DN300

“B

POZARNO TESNILO

FIRE - SAFE

FEUER - SAFE
NPOTMBONONAPHOE YTIIOTHEHKE

ANTISTATIC
AHTHUCTATHK
Q" RING
— Q-KONLUO

'WODILNI OBROG
LEADING RING
FUHRENDER RING

HANPABIAIOWIEE KONBLO

POZARNO TESNILO
FIRE - SAFE
FEUER - SAFE
~ MPOTWBCNOKAPHOE YNNOTHEHWE

S
I \4/ a |l 0
= k=t
N N\ ‘“F
ﬂL @ .
A
DN250-DN300 €3

Radna temperatura: -20 °C/+60 °C
Materijali

1 Kuciste elik —A105, P235TR2

2 Kugla Nehrdajudi ¢elik — X5CrNi18-10 [A304)

3  Vreteno Nehrdajuci ¢elik — X20Cr13 [(A420)

4 | Briva PTFE

5 O-Ring Viton

6 | Rucka glik {pocin¢ano) — S235JR (RSt 37-2)
KPT-G DN ... PN16 DP VX PX PN16
Kat. Broj DN A @B C @D G b @Dk @d |Broj rupa|Tezina (Kg)
7958221 | 15 130 95 716 15,9 167 16 65 14 4 1,96
AU58222 | 20 150 105 826 20 167 18 75 14 4 2,73
A958223 | 25 160 115 90,3 25 7167 718 85 14 L 3,49
A958224 | 32 180 140 108,3 31 237 18 100 18 4 5,62
AO58225 | 40 200 150 116 40 276 18 110 18 4 7,23
7958226 | 50 230 165 1225 50 276 20 125 18 4 8,96
AO58227 | 65 290 185 1486 | ®35 340 22 145 18 8 16,45
7958228 | 80 310 200 160,6 78 340 24 160 18 8 23,42
7958229 | 100 350 235 1746 99 340 24 190 22 8 29,91
A958230 | 125 400 270 279 125 545 26 220 26 8 40,24
A958231 | 150 250 300 246 150 545 28 250 76 8 5243
AU58232 | 200 550 375 348 200 1000 34 320 30 12 98,17
A958233 | 250 650 405 495 250 D305 76 355 76 12 274,50
AU58334 | 3007 750 360 495 250 2305 28 210 76 12 287,30
Napomena

Ugradbena duZina odgovara standardu DIN3202 F17.

PozZzama brtva.

DN250 i DN300: - Kugli¢ni leZaj
- opruzne brive
- antistaticki dizajn
- ru¢ni puzni pogon
*DN300 — reducirani protok.

13783

A POLIX



A957309 100 350 220 185 99 293 20 180 18 8 30,00

14783










































































































































































































































